
MT200A

VIEW
CONFIGURATION

MODIFY
CONFIGURATION BLINKING M-MODIFIED DIAGNOSTICS PERFORMANCE

AGGREGATE CHANNEL PORTS SUPERVISORY

NETWORK
TIMING

STATION
CLK

FREQ (IF
REQUIRED)

NETWORK
FRAMING

NETWORK
LINE CODE

NETWORK
INTERFACE

OUTPUT
PULSE (IF

REQUIRED)

LBO
SETTING

DENSITY
MONITOR

CHANNEL #
1, 2, 3, 4 PBX CHANNEL #

1 OR 3

CHANNEL
DENSITY

CHANNEL
DATA RATE

STARTING
DSO

NUMBER

CHANNEL
TIMING

CLOCK
INVERT

DATA
INVERT

RTS (RS-232
ONLY)

CTS
CONTROL

NETWORK
MAPPING

NUMBER OF
NETWORK

DSO's

NETWORK
STARTING DSO

PBX FRAME
TYPE

PBX LINE CODE

PBX OUTPUT
PULSE

PBX MAPPING

PBX STARTING
DSO

NUMBER OF PBX
DSO's

PBX DSO TYPE

MIXED (DEFINE
DSO'S AS
VOICE OR

DATA

VOICE OR
DATA

SUPERVISORY CH.
A, B OR ESF-FDL

SUPERVISORY
CHNL STATE

SUPERVISORY
DSO NUMBER (CH

A OR B)

UPDATE

PRESS ENTER TO
UPDATE

UPDATE LOCAL
UNIT

CLEAR MOD
CONFIG.

PRESS ENTER TO
CLEAR

STORE CONFIG
BANKS 1, 2, 3, 4

PRESS ENTER TO
STORE

RETRIEVE BANKS
1, 2, 3, 4

PRESS ENTER TO
RETRIEVE

MISCELLANEOUS

NSMS ID

ENTER
NSMS ID #

PRESS
ENTER TO
UPDATE
NSMS ID

PRINTER OR
TERMINAL

BAUD RATE

DATA BITS

PARITY

STOP BITS

FLOW
CONTROL

COMM STATE

PRESS ENTER
TO UPDATE

DATE/TIME

TIME OF DAY

PRESS ENTER
TO SET TIME

SET TIME

TODAY'S
DATE

PRESS ENTER
TO SET DATE

SET DATE

VERSION
NUMBER

CHNL LED
DISPLAY

LOCAL CHNL
LOOPBACK

PBX CHNL
LOOPBACK

LOCAL AGGR
LOOPBACK

LOCAL NTWK
LOOPBACK

REMOTE CSU
LOOPBACK

REMOTE
AGGR

LOOPBACK

REMOTE
CHNL

LOOPBACK

511 TEST
PATTERN

511 ERROR
MONITOR (IF
TEST IS ON)

CUSTOMER
SERVICE

ERROR EVENTS

CRC ERRORS
(ESF ONLY)

OOF EVENTS
(D4 OR ESF)

D4 OR ESF
ERROR EVENTS

ERROR SEC.
CURRENT

ERROR SEC.
HISTORY

ERROR SEC.
TOTAL (24)

SEVERELY
ERROR SEC.

CURRENT

SEVERELY
ERROR SEC.

HISTORY

SEVERELY
ERROR SEC.

TOTAL (24)

FAILED SIGNAL
STATE

FAILED SEC.
CURRENT

FAILED SEC.
HISTORY

FAILED SEC.
HISTORY

FAILED SEC.
TOTAL (24)

BIPOLAR
VIOATIONS
CURRENT

BIPOLAR
VIOATIONS
HISTORY

BIPOLAR
VIOLATIONS
TOTAL (24)

CLEAR
ERROR
EVENTS

CLEAR ALL
REGISTERS

FREEZE
REGISTERS

ALARMS
PBX

ERROR
EVENTS

NETWORK
ALARMS

PBX CHNL #
1 OR 3

ALARMS IF
APPLICABLE

PBX
CHNL #
1 OR 3

ERROR

PBX OOF
EVENTS

PBX
BIPOLAR
VIOLTNS

PBX
FRAME

BIT
ERRORS

CLEAR
PBX

ERROR
REGTRS

NSMS
ONLY

NSMS ONLY


